
 

Short Tender 9/2011 
Supply for 1. Energy Deptt.  (A) Solar water pump, (B) 
solar refrigeration system,(C) Electronic Lab 
equipment/ Materials (D) Motors (E) Solar lab 
equipments/materials  
Supply for 2. Engineering workshop (F) 
Equipments/Equipments Augmentation (G) Hardware 
(H) Workshop equipments /materials (I) consumables   
. 

Sealed quotations are invited from the suppliers. 
Tender forms/details in www.mgiri.org  Last date: 
30.12.2011. Opening at 4.00 Pm 
Further information including change in dates and 
others will be notified in www.mgiri.org 
Director 
atma  
 be 

Mahatma Gandhi Institute for 
Rural Industrialization 

Maganwadi, Wardha(M.S.)-442001.                   
      Ph: 07152-253512,253513, Fax-07152-

240328 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.mgiri.org/


 

(1) Energy Labs: 

(A) Solar Water Pump 

Sr. 
No 

Item Specification 

1.  Solar water pump Submersible 
pump  

Centrifugal 
pump 

Sizes : 1/2”,  1”, 1.5”, 2” 3” 
and 3.5” 

Capacity:  varies from 12 
gallon/min to 200 
gallon/min 

Pump Head: varies from 20 
ft  but ecnomical range 
below 100 ft 

 

(B) Solar Water refrigeration System 

Item Specification 
Solar   
Refrigerator 

System Voltage           24V 

Energy Efficiency Class           A++ 

Energy optimized speed 
control 

           Yes 

Full digital & electronic 
control system 

           Yes 

Configurable            Yes 

Usable Cooling Volume            2,9ft3 

Input Voltage Range     17V to 31.5V 

Deep discharge protection             22.8V 

Automatic switch-on 
threshold 

            24.2V 

Maximum power 
consumption 

40-100W 

Recommended fuse             7.5A 

Refrigerator or freezer 
function 

Adjustable 

Adjustable internal 
temperature 

     12 0C - 53.6 0F 

Refrigerator temperature 
range 

    10 0C - 14 0F 

Freezer temperature range   43 0C - 109 0F 

Display digital temperature display in 
lid 

Hanging baskets 2 

Freezer trays 3 

Lock Yes 

Cold battery 1 

Celsius/Fahrenheit 
temperature display 

Adjustable 



Display brightness Adjustable 

Automatic energy-saving 
mode 

Yes 

 

 

(C) Motors 

PMDC motors:  

Sr      Tor   V    A   RPM   Watt       Quantity 

1         4     24   7     3000  125             5 

2        5.5  24   8     3000   171.9         2 

3         8     24   6.6  1500   125            5 

 

PMDC 

Motor  

Rated Torque 

Kgcm 

Rated Voltage 

V 

Rated Current 

A 

Rated Speed 

RPM 

Rated Power 

watts 

 

6 24 5.7 1500 93.8 

6 24 9.5 3000 187.5 

 

8 24 6.6 1500 125.0 

8 110 2.5 3000 250.0 
 

 
 

PMDC 

Motor 

 

Motor  

Diameter 

Output Torque 

Torque of  

Motor Only 

With Planetary Gear Box of Ratio With Worm Gear Box of Ratio 
   

4.5:1 20:1 90:1 11:1 30:1 
   

 83 mm 
6.0 Kgcm 24 Kgcm 108 Kgcm 300 Kgcm 33 Kgcm 90 Kgcm 

   

 
8.0 Kgcm 32 Kgcm 143 kgcm 300 Kgcm 44 Kgcm 120 Kgcm 

    

 

 

PMDC 

Motor  
Rated Torque Kgcm 

Rated Voltage 

V 

Rated Current 

A 

Rated Speed 

RPM 

Rated Power 

watts 

 

10 24 8.5 1500 156.3 

10 48 4 1500 156.3 

 

20 24 16 1500 312.5 

20 180 5 3000 625.0 

 

30 24 26 1500 468.8 

30 180 6 3000 937.5 

 
40 180 2.8 1000 416.7 

 
50 180 5 1500 781.3 

 
60 90 23 3000 1875.0 

 
90 180 9 1500 1406.3 



 

 

With and without 

gearbox     
 

 
L E F G R T S M ØNf7 ØDg6 ØP J ØK 

Weight Kg. 

Approx 

 
158 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 11.0 

 
181 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 15.0 

 
204 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 19.0 

 
227 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 23.0 

 
250 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 27.0 

 
273 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 31.0 

 
296 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 35.0 

 
319 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 39.0 

 
342 80 10X50 33.0 - 3.5 M8 130 110 38 168 - - 43.0 

 

 

 

 

Brushless DC motors : 

Sr. No Watts   Speed Volts 

1.  60 1500/3000 12/24        

2.  120 1500/3000 24 

3.  200 1500/3000 24/36/48 

4.     

5.  400   1500/3000 24/36/48          

6.  600 3000  24/36/48          

7.  750 1500/3000 24/48          

8.  1000 3000 48 

9.  1500 3000 24/48 

10.  250 HUB  300 24 

11.  Higher 
capacity 
Hub motors 

  

 

Brushless DC Alternators 

Watts Rated 
speed 

Output voltage 

10 300 28 

70 200 28/40/76 

1000 3000  

   

140 200 28/40/76 

200 200 28/40/76 

500 250 48 to 240 

 

Synchronous Motors 



S.N. RPM- VOLTS Torque 

1. 60- 230 2 kg, 3kg, 5kg, 
10kg, 20 kg, 
40kg 

   

 

(D)  Training Kits 

Sr. 
No 

Item 

1.  Diode  Characteristic Trainer 

2.  Transistor Characteristics 
Trainer 

3.  Rectifier Trainer 

4.  Zener Diode Voltage regulator 
Trainer 

5.  FET Characteristics Trainer  

6.  SCR  Characteristics Trainer 

7.  DIAC Characteristics Trainer 

8.  TRIAC  Characteristics Trainer 

9.  LDR Characteristics Trainer 

10.  Function Generator Trainer 

11.  Power Supply Trainer 

12.  Frequency Counter Trainer 

13.  DS Digital Workstation  

14.  Digital Lab 

15.  Transistor Analyzer 

16.  MOSFET, IGBT, Transistor & SCR 
based step Down Chopper 

 

(E) Electronic Lab Equipments 

Sr.N
o 

Equipments General Specification  

1. 6 ½ Digit 
Digital 
Multimeter 

Resolution : 6½ digit. 

Display : 5 x 7 dot matrix VFD, dual displays With three-color annunciators. 

High Speed  : 
Both sampling rate and data rate are at 2000 readings/sec 
(at 4½ digit setting). 

High Accuracy : DC Voltage : ± 0.0015% of reading. 
AC Voltage : ± 0.04% of reading. 

AC Measurement 
Range 

: 
3 Hz to 300 k Hz. 

High Sensitivity : DC Voltage : 0.1 µV. 
Resistance : 100 µΩ. 

      

Temperature 
Measurements 

: 
: Thermocouples and RTDs.. 



PC Applications :   Matlab® and LabView® applications  . Also  the PT-Tool   for  the 
measurement into MS Word® or Excel® .  . 

Remote Interface : USB and GPIB   
 

2. 4 ½ Digit 
Digital 
Multimeter 
with terminal 
blocking 
protection 

 
 
 
 

DC VOLTAGE 200mV/2V/20V/200V/1000V Ã‚Â± (0.05% rdg+5dgts) 

  AC VOLTAGE 2V/20V/200V/700V Ã‚Â± (0.8% rdg+3dgts) 

  DC CURRENT 2mA/20mA/200mA/20A Ã‚Â± (0.8% rdg+3dgts) 

  AC CURRENT 2mA/20mA/200mA/20A Ã‚Â± (0.8% rdg+3dgts) 

  RESISTANCE   Ã‚Â± (0.8% rdg+1dgts) 

  CAPACITANCE 2nF / 20nF / 200nF /  Ã‚Â± (2.5% rdg+3dgts)  

  FREQUENCY (Hz) 20KHz Ã‚Â± (2.0% rdg+5dgts) 

 
  

  LCD SIZE   65 X 35mm approx. 

  METER WEIGHT   780g approx. 

  SIZE   205 X 100 X 60mm approx. 

  ACCESSORIES   TEST LEAD, BATTERY, MANUAL, HOLSTER, CARRYING  CASE. 

3 3½ Digit Large 
Display Digital 

Multimeter 
With Terminal 
Locking 
System 

Low power consumption CMOS double integration, A/D transform integrated circuit, 
Auto Zero Calibration, Auto Polarity display, Data Hold, Low Battery & Over range 
indication.  

Dimension : 192mm(L) x 88mm(W) x 42mm(H) approx. Display : 3½ digit (2000  

Weight : Approx. 600g.   
 

  
 

Accessories : Test Leads, Temperature Probe, Holster, User Manual, Carrying Case, 
Battery, Tilt Stand. Etc.  

 

4 4 ½  Digti 
TRMS Bench-
Type DMM 10 
Functions 29 
Ranges   

Basic Accuracy : ± (0.05%rdg + 3dgt)\ 
Display :4 ½ digit large LCD display 19999 counts  
 Overload protection : In all ranges & functions 
 AC Voltage Frequency   : 50 kHz 
 Dimension : 260(L) × 220(W) ×82(H)mm approx. 
Weight : Approx. 1 Kg 

5 400A DC/AC 
Auto ranging 
TRUE RMS 
Clamp on 
Meter with full 
Multimeter 
ranges  

Display : 3-3/4 digits 4000 counts LCD display 

Update Rate : 3 per second nominal 

Jaw opening & Conductor diameter : 30mm max 

Sensing : True RMS sensing 

Polarity : Automatic 
Low Battery Indication 

Dimension : 188(L) x 63(W) x 40(H) mmapprox. 

Weight : Approx. 218 gms 

Accessories : Test leads (pair), Battery installed, User's Manual, Carrying Case etc. 
 



6 TRMS Data 
Logger Clamp 
Meter with PC 
Interface 

Jaw opening & Conductor diameter 45mm max 

Display Voltage functions : 6000 counts LCD display 
Ohms & Hz functions : 9999 counts LCD display 
ACA clamp-on function: 4000 counts LCD display 

Update Rate 
 Low Battery Indication 

Voltage, ACA clamp-on, Ohms & Temperature 
Functions : 
4 per second nominal 
Hz function: 2 per second nominal 

Polarity Automatic 

Dimension L224mm x W78mm x H40mm approx. 

Weight 224gm approx 

Accessories Test leads (pair), batteries installed, user’s manual, 
& soft carrying pouch PC interface kit banana plug 
type-K thermocouple etc. 

 

7 31/2 Digits LCD 
Display (2000 
Counts ) Digital 
Clamp Meter 

 

Display : 3½ Digit LCD with automatic sign & function annunicator  

 
Conductor Size : 46.5 mm  

High-Accuracy, Digital Reading 
 

Large LCD of 21 mm (H ) approx.  
 

 Continuity Buzzer  
 

Measurement Rate : 2.5 measurements / Sec  
 

Overload Protection in all Ranges  
 

Low Battery Indication  
 

Dimension : 250 mm (L) * 100 mm (W) * 46 mm (H) approx. 
 

Weight : 380 gms (approx ) 
 

 Accessories : Test Leads, Carrying Case, Manual, 9V Battery Installed 
 

8 Digital 
Multifunction 
Insulation and 
Continuity – 
Voltage tester 

 

Display   2 lines x 16 characters LCD 

 Auto-Null Threshold     

 Buzzer Threshold     

 Fast Test    10 Sec  

 Long Test    60 Sec  

 With PI and DAR test Function    10 Min  

 Load Battery Test Current    About 300mA  

 Power Source    1.5 x 8      

 Dimensions    175(L) x 85(W) x 75(H)mm  Approx. 

 Weight    655g Approx.  

 Accessories  
  Test Leads (TEL-AL11-A),     
  Shoulder belt, Instruction  
  Manual, Batteries.etc 

9 Digital ELCB 
Tester 

Current Settings   3mA to   500mA.  

  Wiring Correctness Indication    (LEDs)  

  Trip Indicator     (LCD)  

  Phase Polarity Trip Indicator     (LCD) Referenced to Earth  



  Voltmeter (L-E)    20 Vac - 280Vac  

  Timer Resolution    1mS (Max time = 2.999S)  

  Timer Accuracy    1mS ± 1mS  

  Current Accuracy    ± 5% ± 1mA  

  Voltmeter Resolution    1 Vac  

  Voltmeter Accuracy    ± 2% ± 1 Vac  

  Dimensions    170(L) x 165(W) x 92(D) mm approx. 

  Weight    Approx. 1020   

  Accessories 

  

 
Test leads, Shoulder belt, Instruction manual,  Batteries   Very Low Power Consumption. 

 
Microprocessor Controlled. 2 Lines x 16 Characters L.C.D., Automatic data hold function. 

 
  etc. 

  

   

  
  

  
  

  
  

  
 

 .   
 

 

10 Non Contact 
Laser Beam 
Digital 
tachometer  

 Display  
 5 digits, 10mm (0.4”) LCD Display with function 

annunciation.  

 Sampling Time   1 sec. (Over 60 RPM)  

 Test Range   Autoranging.  

 Range I  5 -1000 RPM  

      

Accuracy ±(0.05% + 1 dgt) 

 Resolution  

0.1RPM (5-999.9 RPM)  

 1 RPM (above 1000 RPM)  

 Memory   Min to Max.  

 Detecting Distance   50 to 500mm  

 Size      Standard   

 Weight     Standard 

 Accessories  Carrying case, Instruction Manual & 2 pcs  of Reflecting Tape (350 mm),etc. 

 

11 Contact 
Tachometer 

 Display  
 5 digits, 10mm (0.4”) LCD Display with function 

annunciation.  
     

 Sampling Time  

 1 sec. (Over 60 RPM)  

     



 Test Range  

 Autoranging.  

    

  Range I 

   

 5-10000 RPM  

      

Accuracy 

±(0.05% + 1 dgt) 

    

 Resolution  

 0.1RPM (5-999.9 RPM)      

 1 RPM (above 1000 RPM)       

 Memory    Max Value to Min value. 

 Detecting Distance   50 to 500mm  

 Size  

 190 x 72 x37 mm approx. 

    

 Accessories  

   
   

Carrying case, Instruction Manual, surface speed 
Test Wheel, RPM adapter (cone),RPM adapter 

(funel) ,etc. 
   
  

 

12 Combined 
/contact/Non 
contact 
Tachometer 

 Display  
   

   5 digits 18mm (0.6”) LCD 

 Sampling Time         0.5 sec.(over 120RPM) 

 Test Range        Autoranging 

 Range I  
  
   PHOTO TACH 2.5 TO 99999 RPM  

 Range II 
   
   CONTACT TACH 0.5 TO 19,999 RPM  

 Range III        SURFACE SPEED(m/min) 0.05 TO 1,999.9 (m/  min). 

Accuracy    ± (000000.05% + 1 digit) 

 Resolution  

   PHOTO TACH – 0.1 ROM (2.5 to 999.9 RPM) 
   1RPM  (over 1000 RPM) 

   CONTACT TACH – 0.1 RPM (0.5 to  999.9 RPM)  
   1RPM (OVER 1000RPM) 

   SURFACE SPEED(m/min) – 0.01 m/min  (0.05 to  
   99.99 m/min)  0.1 m/min (over 100 m/min) 

 Memory     Max Value to  Min value.  

 Accessories  
   
Carrying case, Instruction Manual, Reflecting tape marks ,  Damp proof accessories, Bolt bag, 
Contact speed measurement fitting, Contact rotational speed measurement fitting , etc 

 



13 Digital battery 
impedance 
tester 

 

Resistance 0-20 Ω 

Resolution : 
0.01m/0.1m/0.001/0.01Ω 

Dc Voltage 20-1000v 

AC Voltage 200/750v 

Accuracy  : ±(1.0%rdg+5 dgts) 

 ±(0.75%rdg+2 dgts) 

±(1.2%rdg+5 dgts) 

 

  

    

14 Dc Regulated 
Digital Power 
supply 

SPECIFICATIONS 
1 ) Va r i a b l e Output : 
Output Vo l tage : 0 ~ 30V 
Output Current :    0~30 A 
 
2 ) Fixed output 
Output Vo l tage : Fixed 5V / 3.3V 
Output Current : 1A 
 
3 ) Power Supply : 220V ± 10% 
4 ) Weight : 5 . 5 k g a p p r o x 
5 ) Dimensions : 120 x 150 x 270mm approx.  
 

15 Dc Regulated 
Digital Power 
supply 

SPECIFICATIONS 
1 ) Va r i a b l e Output : 
Output Vo l tage : 0 ~ 30V 
Output Current :    0~20 A 
 
2 ) Fixed output 
Output Vo l tage : Fixed 5V / 3.3V 
Output Current : 1A 
 
3 ) Power Supply : 220V ± 10% 
4 ) Weight : 5 . 5 k g a p p r o x 
5 ) Dimensions : 120 x 150 x 270mm approx.  
 

16 Digital Thermo  
Hygrometer 

 

Low battery indication   

Measurement rate : 2.5 times/second  

Accuracy : Stated accuracy at 23oC ± 5oC, <75% R.H.  

Dimensions : 178mm x 65.5mm( x 35mm   approx. 

Weight : Approx. 320g.    

  

17 Digital 
thermometer 
Single Input k -
type 

Display : 3½ Digit LCD Display 

Ranges : -50oC ~ 1300oC 
                -58oF  ~  1999oF 

Data hold, oF/ o C, Max. hold function 
 

18 Digital 
Microprocesso
r  
Multifunction 

Input voltage range: Normal voltage 
Input current range : normal current 5A 
Input frequency : 50 H z App. 
Dc Current : 0-20 mA 
Dc Voltage 0-10 v 
!ŎŎǳǊŀƴŎȅ Υ ±Σ !Σ² Ґ ҕ лΦн ҈ ŦǎҌ н Ŏƻǳƴǘǎ ŀǘ но ɘ Ŏ ҕоɕ C 



TRMS power 
meter  

: Var, WH, VarH, PF= 0.4 % Rd + 2 counts 
IȊ ҐҕлΦлн ҈Ŧǎ Ҍ м / ŀǘ но ɘ Ŏ ҕоɕ / 
 
5ƛǎǇƭŀȅ ǊŀƴƎŜΥ ±Σ !Σ² ±ŀǊΣ  tC  IȊ лΦрсέ ǎǳǇŜǊ wŜŘ [95 
4 digits = 0~   9999 counts 
  ±Σ !Σ² ±ŀǊΣ  tC  IȊ лΦрсέ ǎǳǇŜǊ wŜŘ [95 
6  digits = 0~   999999 counts 
 

19 Microprocesso
r DC voltage, 
current setting 
digital meter 

  
Accuracy : 0.04% FS + 2 Counts at 23°C ± 3°C 
SPDT Capacity :  AC 120 V 5A, 250 V 3A, DC 24 V 3A 
Display  range : 0.56” Super Red LED  4 ½ , 5 digits ,±19999 counts , Display range  
 Digital Output : RS-485 Modbus RTU, Baud rate 1200, 2400, 4800, 9600, 19200  
Power Supply :   AC or Dc ± 20%,  50/60Hz 
Mounting : Panel Flush Mounting 
Dimension : 1/8 DIN 96x 48x 135mm  approx. 

22 Multifunction 
Instrument 
Calibrator 

 Suitable to working in the environment with the surrounding temperature 0~±40oC  
  Relative humidity below 80%.  
The power supply is 220V ± 2V    
  AC Voltage stabilizer 
power supply Frequency is 50Hz ± 2.5Hz. 
Output Frequency : 400Hz ± 4 Hz 60 Hz ± 0.6 Hz 50 Hz ± 0.5 H 
  
External dimensions  : 510 x 430 x 160mm (Approx). 
  

23 Dual Port 
Manometer 

Accuracy  : stated accuracy to0 to 50˚(32 to122˚F): ±1.5% FS 
Over range : display 

 
 

24 Accessories 
Cat 1 KV CE  

  Test probe with golden contact 

25 General test 
Probe for 
DMM & 
Clampmeter 

 

26 K-Type 
Thermocouple 
Probe  

 at pin type upto 250  C 

27 K-type 
Thermocouple 
Probe  

Round pin type upto 300   

28 Carrying case 
for 
Hygrometer &  
Anemometer  

38 cm × 15.4 cm 

29 Carrying case 
for 
Clampmeter 

21.4 cm × 11.5 cm 



30 Carrying case 
for Miltimeters   

20 cm × 12 cm 

31 Carrying case 
for 
Clampmeter  

17 cm  × 10.05 cm 

32 Carrying case 
for Insulation 
Tester 

16 cm  × 13 cm 

 

(2) Engineering Workshop 

(F)  Equipments & Equipment Augmentation:- 

Sr. 
No 

Name of machine Specification Quantity required 

1. Sheet bending 
machine (manual) 

6.5 feet  1no 

2. Pipe bending 
machine 
(manually) 

½” to 2” inch 1 no 

3. Servo type 
Stabilizer 3 phase 

¶ 20 KVA 

¶ 30 KVA 
Basic feature for the voltage stabilizer: 
ü Servo controlled 
ü Input voltage range: 340-480V 
ü Output voltage: 415V 
ü Type of load: unbalanced 
ü Efficiency: 96% 
ü Ambient temp: Temp-55 deg. 

Other features of voltage stabilizer 
ü Automatic under/over voltage trip with 

alarm. 
ü Overload and short circuit protection 
ü Voltmeter and ammeter for indication 
ü Single phase protection 
ü On indicator 
ü Output voltage settable 
ü Auto/manual selection 
ü Type of insulation- class B 

¶ 1 No 

¶ 1 No 

4. Tool holder BT 40 parallel shank 
BT 40 taper shank 

¶ 2 no. 

¶ 2 no. 

5 Pappet dial gauge 
with attachment 

¶ 1 micron 

¶ 10 micron 

¶  1 No 

¶ 1 No 

6 Machine vice  9”,12” 
 

01 ach 

 



(G) Hardware 

Sr
. 
N
o 

Particular Specification Quantity required 

1 Nut & Bolt  GI ¶ 6mm,8mm,10mm,12mm,16mm,18m
m (TVS) 

¶ ¼”,3/8”,1/2”,5/8”,7/16”,9/16”,11/32”,
17/32” 
 

¶ 1 pkt. 
each 

2. Metal screw, 1/8” 5 Pkt. 

2        

3 Automobile bolt 
(hardened) 

6mm,8mm,10mm,12mm,16mm,18mm (TVS) 
 

1 pkt. each 

4 Studs  8X 50.8mm,10X101.6mm, 10X152.4 mm, 12 
X76.2mm 

 1 pkt. each 

5 Allen bolts 6X25.4mm,  8X25.4mm,10X25.4mm, 8X 
50.8mm,10X50.8mm, 10X152.4 mm, 12 X76.2mm  

  1 pkt. Each 

6 washers All washers for all above size bolts  

7  Grub Screw ¶ 4mm, 6mm,8mm,10mm,12mm   

¶ ¼”,3/8”,3/16”,  7/16”,11/32” 
 

1 pkt. Each 

 

(H) Workshop equipments /Materials:- 

Sr. 
No 

Name of 
equipment/ 
material 

Specification Quantity required 

1.  Hand grinder 
machine 

4” inch 2 no. 

2.  Hand drilling 
machine 

12 mm 2 no. 

3.  Portable welding 
machine 

200 AMP single phase 1 no. 

4.  CO2 welding  1 no. 

5.  Table grinder 1 HP single phase 2 no. 

6.  Portable drilling 
machine 

2 feet 1 no. 

7.  Complete hand 
tool with box 

Standard 6 No 

8.  Power saw blade 12” inch 2 pack. 

9.  Standard square 
blocks 

Standard 2 No 

10.  End Mill Cutter  4,6,8,10,12mm 5 No each 

11.  Lathe tool holder 400 carat 2 Nos 



with carbide 
tools 

12.  Marking block  magnetic & non magnetic 1 each 

13.  Spray gun ½ ltr. 2 Nos 

14.   Rubber Hose 
pipe  

½” 25 ft 

15.    machining 
Reamers 

Inches & mm upto 15mm 1set each 

16.  Pipe Threading 
Dies  

BSP, BSW & mm ½” ,3/4” & 1” 2 Nos each 

17.  Knurling 
tool/holder 

 1 No each 

18.  Grinding  wheel 4” 12 No 

19.  Cutting  wheel   
355mm×277mm×25.4 

6 No 

20.  Tap  6-10mm 
1/8”-5/8” 
3/16”-9/16” 

2 set  each 
2 set  each 
2 set  each 
 

21.  Welding rod 3.15mm,2.5mm 1 box each 

22.  Hand hack saw 
blade 

Double side teeth  100 

23.  Hand Gloves 
(leather) 

 2 pair 

24.  Drill ¶ 3mm to 12mm 

¶ 1/8”-5/8” 

¶ 3/16”-9/16” 
 

2 set  each 
2 set  each 
2 set  each 
 

25.  Concrete Drill 10mm 5No 

26.  Screw Driver   6” to 12” 2Set 

27.  Hack saw frame  3No 

28.     

 

(I) Consumables                  

 Sr. 
No 

Particular Specification Quantity required 

1. Brass bar  ¶ 12mm 

¶ 15mm, 

¶ 20mm, 

¶ 25mm 

¶ 10 ft 

¶ 10 ft 

¶ 10 ft 

¶ 10 ft 

2. Nylon  ¶ 1” 

¶  2”  

¶ 3” 

¶ 5” 

¶ 1 Ft X5 No 

¶ 1 Ft X5 No 

¶ 1 Ft X5 No 

¶ 1 Ft X3 No 



 

3 pp rod ¶ 1” 

¶  2”  

¶ 3” 

¶ 5” 
 

¶  1 Ft X5 No 

¶ 1 Ft X5 No 

¶ 1 Ft X5 No 

¶ 1 Ft X3 No 
 

4. Ebonite  ¶ 2”  

¶  3” 

¶ 1 Ft X2 No 

¶ 1 Ft X2 No 

 

5. Rubber bar ¶ 2”  

¶  3” 

¶ 1 Ft X2 No 

¶ 1 Ft X2 No 

6. Channel ISMC ¶ 75X40mm ¶ 40 ft 

7. Ms flat  ¶ ½” X3mm 

¶ 1”X5mm 

¶ 1.5”X3mm 

¶ 1.5”X5mm 

¶ 2”X3mm 

¶ 2”X5mm 
 

 

¶ 10ft X 5No 

¶ 10ft X 5No 

¶ 10ft X 5No 

¶ 10ft X 5No 

¶ 10ft X 5No 

¶ 10ft X 5No 

8. Round  Pipe ¶ ½” 

¶ 1” 

¶  2”  

¶ 3” 

¶ 5” 
 

¶ 18ft X 3No 

¶ 18ft X 5No 

¶ 18ft X 5No 

¶ 18ft X 5No 

¶ 18ft X 3No 

9. Square  Pipe  ¶ ½” X ½” 

¶  20mmX20mm 

¶ 40mm X40mm 

¶ 20mmX40mm 

¶ 20mmX60mm 
 

¶ 18ft X 3No 

¶ 18ft X 5No 

¶ 18ft X 5No 

¶ 18ft X 5No 

¶ 18ft X 3No 

10. B grove pulley ¶ 1” 

¶ 2” 

¶ 2.5” 

¶ 3” 

¶ 5” 

¶ 8” 

¶ 10” 

¶ 12” 

¶ 16” 

¶ 18” 

¶ 24” 

¶ 15 No 

¶ 15  No 

¶ 15 No 

¶ 15 No 

¶ 15 No 

¶ 15 No 

¶ 10 No 

¶ 10 No 

¶ 10 No 

¶ 10 No 

¶ 5 No 
 



11. M.S. Angle ¶ 12.5X3 

¶ 25X3 

¶ 24X4 

¶ 35X5 

¶ 50X5 

¶ 20ft X 5 No 

¶ 20ft X 5 No 

¶ 20ft X 5 No 

¶ 20ft X 5 No 

¶ 20ft X 2 No 
 

12. Turpentine oil  10 lit 

13. Grease   20 kg 

14. Gear Oil 80 10 lit 

15 Hydraulic oil 60w            20lit  

16 Engine oil 20w40 20 lit 

17 Different Chisel All type 2 Set 

18 Different Punches All type 3 Set 

19 Different type of 
Hammer metal 
(according Kg) 

1kg,2kg 5 Nos. each 

20 Square Bar 8mm,10mm,12mm 10ft each 

 21 Sheet MS 20 ,22,24 gauge 5 No each 

22 GI Sheet  22,24 gauge 100 Kg each 

23 Emery paper 20no, 30no, 40no 2ft each 

24 Sand paper 10no, 20no,60no. 2t each 

25 Paint (Black)  3 lt 

26 Paint Silver 3lt 

    

                

                      

                 

 

 

 

 

 

 

 

 

 



Terms and conditions- 
 

1. Cost should be quoted against every item of tender. 
 

       2. EMD of Rs. 10,000/- in favour of “Director, MGIRI, Wardha” should be attached with tender. EMD 
           will be treated as Security Deposit in case of finalised tender and shall be refunded without    
           interest after successful completion of warranty period. 
 
3. Supply and commissioning at the site should be completed within eight weeks from the date of 
purchase order received by the party. Commissioning includes installation, testing and proper 
operation of machine. 
 
4. Site of commissioning shall be  indicated by the Director MGIRI. Manufacturer may do special 
preparation of site if (required) any. 
 
5. Institute reserves all the rights regarding cancellation/omitting of item(s) of the tender at any 
stage of tendering process without assigning any reason. 
 
6. Payment terms: 100% against delivery & physical inspection at our store, commissioning & 
satisfactory report. Payment will be made through cheque. 
 
7. Cost quoted will be inclusive of all statutory & other taxes cost of packing, transportation to 
MGIRI, loading, unloading and transit insurance. 
 
8. Deduction of TDS shall be as applicable. 
 
9. Warranty period will be for one year from the date of Commissioning of machines. 
 
10. Tender should be in two bids, (a) Technical bid and (b) Financial bid 
 
11. Technical bid includes: Form I / Manual / Leaflets / catalogues with product specification and CST 
/ VAT certificates / Customer list / terms and conditions etc. 
 
12. Financial bid includes: Form II / prices / quotation of items. 
 
13. The last date for submission of tender is 30/12/2011 before 4 pm. 
 
14. Tender will be opened on the same day (i.e. 30/12/2011) at 4 pm in the presence of bidders or 
his/her representatives present. 
 
15. In case of dispute during opening or finalization of the tender the decision of the Purchase 
Committee will be final. 
 
16. The agencies wishing to have any clarification can contact Mr. Ravikumar, Dy.Director, 
Rural Energy & Infrastructure section, Mobile no.  09423885810 and Mr. Deep Varma M- 9421956145  
 
17. Tender without EMD will not be considered unless EMD exemption certificate provided from govt. 
18. The validity for rates quoted will be for one year from 23/12/2011. 



 
 
FORM I: GENERAL DETAILS OF THE SUPPLIER 
 

Sr. 
No. 

Aspect Details 

1 Name 
 
address and contact 

Name : 
 
Address : 
 
Email address : 
 
Phone no. : 
 
Fax no 

2 . Regd. With  

Regd. Details 
 

 

3 PAN Details  

4 Equipments for which you 
wish to quote 
 

S. No.  Supply for Equipment/Materials 

1   

2   

3   

5 EMD details  

6 Institutions who are your 
clients (attach extra sheet if 
necessary) 
 

 

7 Are you agreeable to supply 
under bill discounting scheme (Our bank is 
SBI, 
Main Branch , Wardha) 
 
 

 

8 Any other details  

   

 
 
It is certified that above information and the documents enclosed are correct and if found to be false 
the tender could be cancelled. 
 

Yours faithfully, 
(Signature of Chief of Agency) 

 
 

Name: 
Designation: 



FORM II: RATES QUOTED* 
Name of the Bidder/Supplier: 

 

S. No Item  Specification Rate  
(for 
delivery at 
MGIRI) 

Tax Any other Total % 
Advance 

 
 

 
 

      

 
 
 

       

 
 
 

       

 
 
 

       

 
 
 

       

 
 
 

       

 
 
 

       

 
 
 

       

 
 
 
 
                                                                                                                        Signature of the supplier 
 
 
 
 
*Use separate sheet for each category of items 
 
*Suppliers are welcome to visit the Lab installation sites 
 
 

 

 



Annexure ς I 

What should be super scribed in each of the three cover 

 

Envelope I 

 

 
Technical Bid for “--------------------------------------------------------------------------“ 
 
 
                                                                                                                     
                                                                                      
 
 
 
Name of the applicant                                                      Submitted to  

 

 

 

Envelope II 

 

 
Financial Bid for “--------------------------------------------------------------------------“ 
 
 
                                                                                                                     
                                                                                      
 
 
 
Name of the applicant                                                      Submitted to  

 

 

 

 

 



 

Envelope III 

 

 
Title of work   “--------------------------------------------------------------------------“ 
 
Tender No     --------------------------------------- 
 
Last Date of Submission --------------------------------------- 
 
 
                                                                                                                     
                                                                                      
Name of the applicant        
 
Address                                                                                                                Submitted to  
 
                                                                                                                   Director, MGIRI, Maganwadi 
                                                                                                                     Wardha – 442001, Maharashtra 

 

 

 

Note – Envelop I and Envelop II duly sealed, should be inserted in bigger Envelop III, which may also be 

sealed and Submitted 


